VERSTEE
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TECHNICAL SPECIFICATION SHEET
ARTICLE NAME MERINO
ROLBREEDTE ca.140cm
ROLLENGTE 30m
THICKNESS 1,3mm +/- 0,2
MARTINDALE ABRASION 50.000
WEIGHT PER UNIT AREA 820 +/- 50
TEST TEST METHOD RESULT
Tensile strength
Length DIN EN ISO 1421 >500 N
Tensile strength
Across DINEN ISO 1421 >350N
Elongation
Length DIN ENISO 1421 >40%
Elongation
Across DIN ENISO 1421 >120%
Tear strength
Length DIN 53356 >30N
Tear strength
Across DIN 53356 >70N
Stitch burst strength
Length DIN ENISO 23910 >60 N
Stitch burst strength
Across DIN ENISO 23910 >70N
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Adhesion
Length DINENISO 2411 >25N
Adhesion
Across DINENISO 2411 >25N
Water proofness

DINEN 20811 >150 cm WS

Flexion at normal temperature -Length / Across

DIN 53359 >50.000 flexes

Flexion at-10°C -Length / Across

DIN 53359 >10.000 flexes
Martindale abrasion

DIN EN ISO 5470-2 2 Class
Fastness to rubbing
Dry DINISO 105-X12 >4 Class
Fastness to rubbing
Wet DIN EN 20105-A02 >4 Class
Low temperature resistance

DIN 53361 -20°C
Fire resistance

DIN 75200 / FMVSS 302 <100 mm/min
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